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ABSTRACT 

The direct drive DC motor as a component part of a 
servomechanism system utilized in Stabilized platform con- 
trol offers a great deal of promise from the standpoint of 
system accuracy and performance. The authors have endeav- 
ored to develop means of predicting system performance and 
of improving the response characteristics of this type of 
control system. From investigations conducted at the Da lmo 
Victor Company, Belmont, California, and at the United 
States Naval Postgraduate School, Monterey, California, 
it is the opinion of the authors that direct drive DC motors 
used in servo systems provide the servo engineer with two 
principle advantages over the conventional AC servo motor 
used in the same application. These are: 

l. Backlash elimination caused by gear train assem- 

blies. 

2. Servo resonance reduction caused by springy shafts. 

The investigation pointed out a glaring weakness in the 
current state of the art in regard to power amplification. 
Although well-known for many years, the absence of a suit- 
able DC power amplifier greatly restricts the use of equip- 
ment of this type. It is felt that the development of the 
power transistor will alleviate this problem. The authors 
feel strongly that when the amplifier problem 13 solved, the 
direct drive DC motor will replace the AC motor in many servo 


applications. 
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CHAPTER I 


INTRODUCTION 

The use of the AC motor is widespread in applications 
where the continuous positioning type of a servo is used. 

Of equal use is the standard gear train assembly whereby the 
load is coupled to the torque producing source. Much has 
been written about these conventional methods of servo con- 
trol, and the state of the art is probably as advanced as it 
will ever be. The engineer who is vexed by the practical 
problems of the non-linearity introduced by backlash when 
using these conventional methods is usually content to ob- 
tain high precision instrument gearing, drive the load 
through this sophisticated system and then hope that the 
load follows within the accuracy required. Another problem 
introduced by the gear train assembly is mechanical reson- 
ance which may cause the servo to oscillate in an unruly 
manner when the gain is increased. 

High performance servo control systems demand more 
smoothly operating power drives without these normally 
attendant backlash and resonance problems. Although it has 
been known for some time that direct drive DC torque motors 
in this application can solve most of the problems mentioned 
above, little has been done in the mathematical treatment of 
such systems and the correlation with actual tests. 

The objective of this paper, then, is to report on the 


design, analysis, and test of a position servo utilizing a 


1 


direct drive DC motor for use in single axis stabilized 
platform control. | 

Chapter II is an historical review and statement of the 
problem. It is intended that this chapter will point out 
the requirements for the study. 

Chapter III presents the preliminary analysis and 
desirn. Included is a mathematical treatment of the torque 
motor alone and a comprehensive study of the servo system, 
including compensation, and culminates in a preliminary de- 
sign. Calculations are based on manufacturer's character- 
istics for system components. 

Chapter IV includes a detailed discussion of the torque 
motor and its use in the application described. Results of 
motor tests are presented and these experimentally obtained 
characteristics are compared with the manufacturer's char- 
acteristics. 

Chapter V presents the intermediate design of the servo 
system based on the experimentally obtained data for system 
components. 

Chapter VI includes the A сей verification of 
the intermediate design and an analysis and discussion of 
the results obtained. A final design is presented based on 
the experimental data and this design is compared with both 
the preliminary and intermediate designs. 

An explanation of the approach to this problem appears 


worthwhile. At the time the authors were ready to begin 





experimental work on the motor, difficulties were encoun- 
tered in the construction of a:suitable amplifier and motor- 
mounting facilities. In view of the relatively short period 
reserved for a thesis investigation, it was decided to pro- 
ceed with a preliminary analysis based on the manufacturer's 
data rather than to waste valuable time in awaiting proper 
facilities. As facilities became available an intermediate 
analysis was made based on actual motor characteristics 
obtained through experimentation. Then as the amplifier 
was completed, the servo loop was closed and a final design 
was obtain 

The analysis includes a number of figures and charts 
which are numbered consecutively within each chapter., Unless 
otherwise noted, the figures discussed refer to those within 


the chapter under consideration. 





CHAPTER II 
HISTORICAL REVIEW AND STATEMENT OF THE PROBLEM 
General 
The principal non-linearity introduced into a servo 
system by the conventional gear train assembly is caused by 
backlash. Gear trains also contribute to mechanical reson- 
ance problems which are difficult to predict and may cause 
the servo to oscillate at various frequencies or gain settings. 
A brief discussion of these difficulties and current methods 
s Control. Or elimination are included in this chapter. 
Backlash Elimination 
Techniques generally applied to remove backlash from 
instrument power gearing now find applications to servo 
systems. Split gears are an obvious remedy. Their use does 
reduce backlash (if they are made with stiff enough spring 
constants) but will add to the friction load and provide 
additional resonance effects. In addition, their expense 
and short life have all contributed to the general reluc- 
tance on the part of engineers to consider their use on a 
wide scale. 
Split gears also must have wider gear faces for two 
reasons: 
(1) Esch half of the gear must be capable of driving 
the full torque requirement. 
(2) If the split gear is not to open up under the load, 
it must continually have a loading equivalent to 
the peak torque capability of the drive at the 


mesh in question. 





These wide gears, of course, increase the friction load 
and contribute to the weight and bulk of the system, an 
important consideration in this day of miniturization. 

The parallel gear train approach shown in Figure 1 is 
sometimes used. Here two motors are electrically connected 
in series, each driving the lord through a separate gear 
train. The pinion gears are placed nearly 180 degrees apart 
on the full gear in order to eliminate as much as possible 
the opening of the full gear mesh due to the torque of the 
pinions., This arrangement also removes side thrust from the 
bearing supporting the load. Furthermore, care is taken to 
insure that the two gear trains do not mesh identically at 
the same time. Here again, two motors and associated power 
requirements may negate the value of the approach by increa- 
sing the weight and bulk. 

Figure 2 shows another approach in which two gear trains 
are driven in parallel from a single motor. Before the com- 
mon mesh at the motor end is completed, the gear trains are 
wound up so that they will continually load each other. 

This method has the same disadvantages as split gears, 
giving high friction and continual high tooth face loading. 
In fact, two identical sets of ship propulsion gears are 
often tested in this way in order to obtain the high tooth- 
face loading required without using undue amounts of power. 
Even if this method could eliminate backlash, the increased 
friction would probably introduce a nonelinearity of greater 


magnitude than the one eliminated. 
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A final method of eliminating backlash that has had 
some use is shown in Figure 3. Here the motors are separ- 
ately controlled, one driving the load clockwise and the 
other driving counter-clockwise. At standstill each motor 
draws the same amount of idling power, but for creeping 
speeds the power in one motor is decreased while that in 
the other is increased. Note that, when driving at high 
speeds, say, in a counter-clockwise direction, some precau- 
tion must be taken to prevent the clockwise drive motor from 
acting as a generator and dissipating most of the developed 
power in its armature circuit. Thus the armature circuit 
for either motor must have a low impedance when driving but 
a high impedance when being driven. This may be virtually 
impossible to attain but even if such a system were a real- 
ity, it would have the same disadvantages of the techniques 
mentioned above. 

Servo Resonance 

While the limitations imposed on servo performance by 
gearing backlash are more or less easily understood, the 
problem of resonance and its location in the system and 
subsequent analysis has not been given a great deal of 
attention. This is due to the fact that resonance is almost 
Impossible to predict with any degree of accuracy. Yet, a 
predominant source of mechanical resonance in many systems 
is the gear train. Figure 4 shows an oversimplified gear 
train being driven by a motor and having a single shaft which 


can twist as load is applied. By referring the load to the 
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drive by use of the square of the gear ratio, the system of 
Figure 4 may be further simplified to produce Figure 5. 

The only viscous damping shown is between the load and 
ground. 

When analyzing servo resonance, of primary interest is 
the motor transfer function which gives the relationship 
between the load shaft position or motor shaft position and 
armature applied voltage; this function will be found by 
considering first Өт and then oe as the shaft position of 
interest. 67], is of interest when considering systems where 
the response element, usually a synchro pickoff, is driven 
from the load when the load is separated from the motor by 
instrument gearing. Om is the shaft of interest when the 
pickoff is driven directly from the motor shaft. Typical 
units are shown in parenthesis. 

£ - applied voltage (volts) 

Ae armature resistance (ohms) 

fs armature inductance (henries) | 
Ка spring constant of shaft (1b. 101 Aha 


у= inertia of motor plus inertia of gearing on 


the motor end of the spring shaft (lb.in.sec.2) 


7 - inertia of load plus inertia of gearing on the 
load end of the spring shaft (lb.in.sec.?) 


fe viscous damping (1b.in./radian/sec.) 


2 position of the motor end of the spring 
“ shaft (radians) 


l! 


д s position of the load end of the spring 
shaft (radians) 
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Vor back emf constant of motor (volts/rad/sec) 
Ave torque constant of motor (1b.in.Zampe) 
Three basic equations may be written as follows, the 
first being a voltage equation, the second and third being 


torque equations: 


(1) P AAE νο όν 
(2) hd: L,5G,+ [564+ G56 
(3) 4 (Oy 4G)- I 58+ BG 


From these equations, the transfer function O fe is 
found to be: 
(4) A В Ae К BR 
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The following analysis concerning equations (4) and 
(5) 1s included to emphasize four important points: 
l. Springy shafts complicate transfer functions. 
2, Synchro pickoffs driven from the load (where the 
load is separated from the motor by a gear train 
assembly) contribute to the mechanical resonance 


problems. 
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3. Phase shift at the lower and middle frequencies as 
a result of gear backlash and springy shafts cannot 
be tolerated in high performance servo systems. 
4. The above problems are largely eliminated when 
direct drive DC motors are used in servo systems. 
Comparison of equations (4) and (5) indicates that 
they both have the same denominator, but the numerator of 
equation (5) has a quadratic that does not appear in equa- 
tion (4). The significance of this quadratic is very impor- 
tant, as will be shown. But first, for further comparison, 
the usual motor transfer function uncluttered with spring 
shafts and other complications is given (refer to Figure 6). 
This transfer function will be derived in Chapter III. 
Js inertia of motor, gearing, load 
= J + Jy, in absence of springy shaft (1b.1n.sec.?) 


从 = motor position = On, = θε in absence of springy 
shaft (radians) 


E / 
ε ασε IR 
177 5 +1 | 


(6) 








The methods for providing feedback are relatively simple 
and well known for a system of this type. If the system is 
similar to Figure 5, however, the motor transfer function is 
no longer simple, being either equation (4) or (5). Location 
of the synchro pickoff (hereafter referred to as the response 


element) so that it moves exactly with 6, will give the trans- 
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fer function of equation (5). Even though the transfer 
function is rather complex, the maximum ultimate phase 

shift is 270 degrees due to the presence of the quadratic 

in the numerator; the same as for equation (6) and, although 
performance may be slightly compromised due to the resonance 
effects, the servo may still be stabilized in a straight- 
forward manner. But if the response element is mounted on 
the end of the springy shaft opposite the motor so that it 
moves with 8r, the transfer function of equation (4) applies. 
This will give an additional 180 degrees of phase shift for 
a total of 450 degrees. This phase shift will not in itself 
cause instability but does interfere with the performance 

of the system by producing a large phase lag at both the 
lower and the higher frequencies. In gyro stabilized systems 
this problem is critical because the systems are required to 
operate at frequencies ranging from O to 200 radians per 
second. 

Of course, it is realized that the values of phase shift 
quoted above refer to infinite frequencies. However, a 
detailed examination of the transfer functions presented as 
equations (4) and (5) with typical values substituted for 
the parameters therein, reveals a large amount of phase 
shift at the lower frequencies, approaching 180 degrees. 
Where the pickoff is driven from the motor shaft, the phase 
shift at lower frequencies is not quite as great but still 


too large to tolerate. 


5 





Wnile it is difficult to generalize, the limiting mechan- 
ical resonance of a system is often in the gear train and may 
be caused by shaft twisting, shaft bending and deflection, 
bearing deflection, split gears or other effects. Building 
a system with the response element driven directly from a 
motor shaft will render the transfer function of equation 
(5). This type system is satisfactory if one is willing to 
accept the mechanical resonance problems because the phase 
shift at higher frequencies can be ИГЕ 5 for. Тһе fre- 
quency response of an actual system built in this manner 13 


shown in Figure 7, except that the transfer function used is 


! 


S6,/E instead of @,/E. For comparison, the same plot with 
the load disconnected from the gear’ train is also given. 
Note that the resonance effects — A system built 
according to Figure l, 2, or 3 with a load speed response 
element will invariably produce the transfer function of 
equation (4) together with its problem of large phase 
shifts at the lower frequencies in, addition to the resonance 
problems. | 

In reality, for the newer, truly high performance systems, 
use of methods outlined in Pigures 1, 2, and 3 (and other 
similar methods n& illustrated) to overcome the problems of 
conventional designs have proven E be gap-filler approaches. 
Like all such expedients making иде of presently available 
knowledge, they do not solve the сБ to the complete sat- 


isfaction of the servo design enginser. What really is 
16 
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needed is the complete elimination of the gear train as 
illustrated by Figure 8. If this can be done, both reson- 
ance and backlash effects can be completely disregarded and 
the system can be described by equation (6). This, of course, 
is the substance of this thesis and the basis upon which the 


following chapters are built. 
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CHAPTER III 


PRELIMINARY ANALYSIS AND DESIGN: 
TORQUE MOTOR AND SERVO SYSTEM 


Based on the advice and recommendations of the Servo 


Department, Dalmo Victor Company, Belmont, California, an 


experienced company in the field of stabilized platforms, 


involving servo control, the design requirements and roals 


of the system under consideration were stipulated as follows: 


l. Requirements of Load 


a. 


f. 


ge. 


Single axis platform 

Continuous rotation 

Load inertia: 50 lb.in.* = .13 lb.1n.sec.* 
Mass unbalance and gimbal friction small 
Maximum velocity: 2 rad/sec. 

Maximum velocity: 1 millirad/sec. 


Maximum acceleration: 20 rad./sec.* 


2. Position Loop 


d. 


Static accuracy 1.5 milliradian 
Gain crossover frequency: 15 cps 
Gain of loop at 1 cps: 40 db 


Smooth tracking at 1 millirad/sec. 


5. Stabilization Loop 


a. 


Static accuracy: 1.5 millirad or better 


Dalmo Victor Company, Belmont, California to provide: 


(1) Mechanical design and construction of gimbal 


drive. 


(2) Design and construction of servo amplifier. 
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(3) Torque motor T-2108A (Inland Motor Corporation, 


Pearl River, New York.) 


Mathematical Analysis - Motor Transfer Function 


Of primary consideration is the motor transfer function 


which gives the relationship between motor shaft position 


and armature applied voltage. Figure 1 indicates the equiva- 


lent circuit when the load is attached to the motor shaft. 


nen u 7 


у= 
B= 
А = 


applied voltage (volts) (input signal) 
armature resistance (ohms) 

armature inductance (henries) 

back electromotive force (volts) 

motor torque (in.lbs.) 

current (amperes) 

load inertia (lb. in.sec.~“) 

motor inertia (lb.1n.sec.“) (load and Motor) 
Jr + J, (total inertia) 

output shaft position (radians) 

torque constant motor (in.1b/amp.) 
back emf constant (volt/rad/sec.) 
motor friction 5 


step input, A magnitude 


Proceeding in the conventional manner and using the 


La Place Transformation, the motor-load transfer function 


can be derived as follows: 


The back emf is proportional to speed, 


|. C= MSE 


£0 
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and torque is proportional to current. 
2. Te Mel 
The torque absorbed by the load, 


28. 7 - (TSE 22 


The armature current depends on effective voltage, 


= É - €b 
$5. 4 * RSL 





Simplifying and substituting, 


4. EASE : 5272 + 559, 


A! 
and 
وچب ہد‎ (784 BL)SS ( Kiev BR) SJ O 
s. AL E- SÍS TUS (7 B0) (I Mo ER] ER 
thus, 


E SSL + (FRIES + (КАВ) 


simplified, the motor-load transfer function becomes: 


P HARE DERE] 


Motor Time Constants 

In the past, servo motors have been designed with arma- 
tures shaped like right circular cylinders (i.e., axially 
long but small in diameter). This design minimizes motor 


inertia and consequently the motor inertial time constant. 
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Examination of the denominator quadratic of equation 


68) will illustrate this fact. 


ی کد 5% o‏ 


Factoring the quadratic: 
a ВЕ! и 
JL 


which is: 


ΕΠΕ EE 


f 


The vorn E] ‘4s much greater than the term 204, 
and thus the factor ο the first brackets above becomes 
(s+ + 2). In géneral, the term A» and thus 
the first factor beqomes (5+) > 

The second factor is determined by the difference of two 
nearly equal values. Applying the binomial expansion theorem 


to the radical and evaluating the result, the factor reduces 


to (5+ ZG) . Since JAX BL , the factor can be 


simplified to Z< J. 


Equation 8 becomes: 
۲ r 
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Since Mt, A>) ΦΚ, (as later verified by experimentation) 


equation 8 becomes: 
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The first time constant, ZA ‚› is the inertial time 
constant and is a measure of time required for motor to come 
up to speed, the motor reaching 65 per cent of speed in one 
time constant. The second time constent £5, called the 
electrical time constant, is inductive and is a measure of 
time required for current to build up to final level in the 
armature. This latter time constant is always smaller than 
the inertial time constant, however, both should be kept at 
a minimum for optimum system performance. 

Prior to a mathematical treatment of the motor-load 
combination, it was decided to obtain the motor transfer 
function alone. Based on the data presented in the manu- 
facturer's characteristics handbook the following information 


was obtained: 


List of Standardized Ratings T-2108A 
Peak Torque, lb. in. oa? 
Sensitivity, lb.in./amp. 7.92 
DC Resistance at 25°C, ohms 193 

Self Inductance, henries ‚10 
Temperature Rise per Watt, °С 5.39 
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List of Standardized Retings (cont.) T-2108A 


Max. Permissible Temp., He 1302 
Total- Friction, max; LON Ln. . 096 
Back EMF, volts/rad./se . 90 


Viscous Damping, Ikin./rad./sec. 
Zero impedance source 40565 
Infinite impedance source «πο 


Ripple Torque, lb.in. 


At low torque levels O 

At peak rated torque 126 
Rotor Inertia, lb.in.sec.^ 6.96 x 1074 
Weight, 1b. «85 


The motor transfer function is: 


ИЕ Co 4 
£ NS GBA بب‎ 


Substituting known values: 


12. L. / 
i E PEKLO NIT 
BEA Ha s) 


=, tk oe 
E 3068392) (818m 54 1] 


Special note should be made of the inertial time con- 
stant above. Chapter IV will present the time constant 


based on experimental data. 
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Figure 2 represents a logarithmic plot of this transfer 
function with corners marked. The plot of гэр is asymptotic 
since accuracy is not required for this presentation. 
Motor-Load Time Constants 

Substituting the values obtained from the manufacturer's 
characteristics for this motor and the load inertia from the 


design goals, the following transfer function is obtained: 


14. 2 {ή 
ES / 02528541 516x10%S+1) | 





An analysis of this transfer function is warranted. 
If the steady state solution of equation (14) is found by 
first substituting jw for the operator S and then substituting 
high values of frequency for W, it is found that the maximum 
phase shift approaches 270 degrees. This indicates that 
feedback will be required to stabilize the system which will 
use this motor as the torque producing source. The inertial 
time constant of 3.52 seconds is relatively long and con- 
sequently adversely affects system performance. This time 
constant can be significantly reduced by reducing the load 
inertia or armature resistance. The latter course of action 
is the only acceptable one and can be easily realized. An 
examination of similar torque motors reveals most of them 
possess values of armature resistance on the order of 5 per 


cent to 10 per cent of this motor. 
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Of special interest is the fact that the friction and 
motor inertia in direct drive motors is so small as to be 
insignificant when compared to other values used in the trans- 
fer function. In addition, the electrical time constant is 
so small that it may be disregarded entirely. 

Mathematical Analysis - Closed Loop Transfer Function 

Consider the case of a single-axis pd platform 
Griven by the direct drive torque motor described above, 
where the base of the structure is subject to all the motions 
of the carrier to which it is attached. To stabilize the 
controlled member, it is necessary only to keep it stationary 
with respect to inertial space. Figure 3 represents a func- 
tional schematic of such a:single-axis inertial space stabil- 
ization system, stabilized by an integrating gyro unit. It 
is to be emphasized that the final system used in this in- 
vestigation did not utilize a DC generator, however, this 
fact does not alter the validity of what follows. 

Figure 4 represents the servo block diagram of this sche- 
matic. Assume also that the amplifier gain is unity. Fig- 
ure 5 represents the locarithmic plot of such a system. Again, 
the plot of rap is asymptotic. 

Analysis of this logarithmic plot reveals that the 
design goals are not met; i.e., the gain crossover frequency 
is much less than the 100 radians per second required. In 
addition none of the criteria as specified by The American 


Society of Mechanical Engineers (ASME) are satisfied, namely: 
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1. That the gain asymptote slope at crossover be 
-6 db per octave and that the slope of the gain 
asymptotes segments immediately before and after 
the crossover be -12 db per octave. 

2. PM e 300 minimum 

5. СМ = 8 db minimum 

Increase in gain, Ka, would probably insure that the 
servo system could meet some of the design specifications 
but the amount of gain would be prohibitive and ASME cri- 
teria would not be met. 

From the appearance of the logarithmic plot, the impor- 
tance of the so called compensation networks become apparent. 
Even with a higher gain, the phase lag at lower frequencies 
is too great. A lead compensation network was added to the 
system as ری‎ by Figure 6. 

A lead network is a device having a transfer function 
locus in the first quadrant because its phase angle is then 
positive or leading and causes the compensated system locus 
to advance in phase with respect to the original system. 

The position of the pole and zero configuration affects the 
shape of the gain curve since it causes the gain curve to 
change slope; first at a + 6 db per octave slope and then at 
а = 6 db per octave slope. Since crossover parameters were 
specified, it was a relatively simple matter to chose a 


lead network that would insure three pM 


pe 
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1. Gain crossover approximately 100 radians per second. 
2. Gain curve slope at crossover; -6 db per octave. 
3. Gain curve crossover to occur at the geometric mean 
of the pole-zero configuration which produces the 
-6 db slope. 


۴ 
The proper shape to the gain curve was met with lead 








SHO 
network 59300 and amplifier gain of 19,000. 
The open loop transfer function, Z (with unity feedback) 
hereinafter referred to as F. 1s: 
14а. г. /4000 ($440) 4 /f 
о 


| 1941526056” 300) 


οσο ο ٤ 
3 ίσες» “NS, LEE "Jf. 00335 «Jl 


Figure 7 is a logarithmic plot of this system and illus- 
strates how design goals and ASME criteria are met. Of par- 
ticular interest is the excellent phase margin end gain 
margin of this theoretical system. However, the lead network 
reduces the gain of the system by the ratio Z B .133 
and in order to meet the design goal of 40 db gain at 1 cycle, 
a prohibitive amount of amplifier gain is required (B,000),°)). 


This system is considered unacceptable. 
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A reanalysis of the problem is now in order. ОГ соп- 
cern is the fact that in order to obtain the design goals, 
the amplifier gain is prohibitively high. An attempt will 
be made to shape the magnitude curve in such a manner as to 
meet the design and ASME criteria and reduce the gain re- 
quirements. The corner obtained from the inertial time 
constant (3.52 sec.) must be eliminated or moved to higher 
value of W. This can be done by use of tachometer feedback 
with a lead network in the main feed path. Figure 8 illus- 
trates the block diagram of such a system. 

The open loop transfer function for a system with 
tachometer feedback is obtained in the following manner: 

= G(s) 
/* ^S G(s) 

Fə signifies the open loop transfer function, G (S) 
corresponds to the networks (motor and compensation) in the 
main feed path. The factor h represents the tachometer 
feedback constant. 


As previously explained on page 32, a lead network 


S760 
S7 400 


the magnitude curve insofar as crossover frequency and slope 





was chosen as that required to properly shape 


at crossover were concerned. 
The tachometer constant and the other poles were obtained 


by development and solution of the following equations: 
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The lead network will reduce the gain by the ratio 


人 60 
wo 400 S 
gain in d.b. at l radian per second} Ka = 5558. 
Substituting the value for the amplifier gain and the 


lead network constants in equation 15a: 


па 325 X /o* (5160) 


° 35% 278552, /773760. 325/054) + 
(2/6 £00 4 £0, 060,000 / )J 


Since the addition of tachometer feedback changes’ the 
corners on the logarithmic plot (this can be noted by exam- 
ination of equation 16) and thus effectively changes the time 
constants of the motor and Wp of the lead network, it was 
decided to specify the first and second corners (the most 
Important since they determine the slope of the gain curve 
at crossover and also the crossover frequency) and then 
solve the resultant characteristic equation for the tacho- 
meter constant and the remaining corners. Examination of the 
logarithmic plot, Figure 7, reveals that the first corner 


at 15 radians per second appears to give the magnitude curve 
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the proper shape. Of course, the second corner at 60 radians 
per second has already been specified by the numerator of 
the lead network and a quick plot of this data reveals that 
crossover will occur at approximately 100 radians per second 
with -6 db per octave slope. 

Solving the resultant cubic equation, which can be fac- 
tored аз (5+4) 52 2) st/5) results in the following iden- 
tities: 


(5747 2 = 2333 


5/26 άῤ- 775748” 535054 
(540 = 2/0 200 1 2010600000 


Solution of these three equations with three unknowns 
reveals the following values: 

Roots (corners) at -15, -600, -1715 

h (tachometer constant) = .07194 

As mentioned above, the addition of tachometer feedback 
can effectively change the value of Wp used in the lead net- 
work. In this case the value of Wp was changed from -400 to 
-600. 

These corners were plotted on a logarithmic diagram, 
Figure 9. ASME criteria and design goals are met except 
that crossover frequency of 160 radians is somewhat too high. 

In order to correct this, the magnitude curve is moved 


down until crossover occurs at 100 radians. The amplifier 


gain is now 4673 and the open loop transfer function is 


>, 








recalculated using this value. Pole locations change only 
slightly but tachometer changes by 16 percent to .O0856. 
The reason for these changes can easily be explained by 
examination of equation 15a which illustrates how a change 
in Ka modifies two terms in the characteristic equation. 
Figure 10 represents the corrected log plot. 

Figure 11 represents the M-N chart for this system. 
Figure 12 is a plot of M and N versus W. 
Transient Response 

Using conventional servo theory, the closed loop trans- 


fer function, Fc, is obtained in the following manner: 





Е 33,5x10° (5160) 
5742333 5° 004 2805 114674 435 5 0201, 00,000 


Solving the quartic in the manner prescribed on page 91, 
Brown end Campbell, the roots of the characteristic equation 
are: 

8.78 + 19.45, #1 716.5, -595.9 


Factored, the closed loop transfer function appears as, 


18. £ > 33,5 x/0°(5760) 
(51 &76 1] £ 93454878 / V Y S 116, 6) (St 595.9) 


Celculation of the transient response is represented by 
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the following equation obtalned by the residue method: 


19, 0 


FE = e ue. p 4)». total g "esc 
p до л ООШ 


The last two terms can be neglected due to their insig- 
nificant size for times greater than .001 second. 

Figure 13 represents the transient response plot for 
this system. The following is a tabulation of the pertinent 
data represented by this preliminary system, a system design 


to meet all specifications. 


Моң (Magnitude, peak, frequency basis) = 1.55 radians 


Wow (Frequency of Mpw) 60 radians/sec 


Mpt (Magnitude, peak time basis) 1.06 radians 


7 (Time о? Мру) .306 seconds 


WBw (Bandwidth, frequency basis) 


160 radians/sec 


Ts (Settling Time) .18 seconds 
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CHAPTER IV 
DIRECT DRIVE TORQUE MOTORS 

A DC torque motor for this direct drive servo applica- 
tion was chosen for the following reasons: 

a. High angular acceleration 

b. High peak torque per unit volume 

C. Minimum control and total power input 

d. Rapid electrical response 

e. Optimum shape for compact systems 

In any high performance control system and specifically 
in stabilization and tracking system servos where size, 
weight, power requirements, and response times must be mini- 
mized and where high resolution is both necessary and de- 
sirable, direct drive DC torque motors have proven to have 
many outstanding advantages. 

Principle among these is their high torque to output 
inertia ratio. This important figure of merit is a measure 
of the acceleration capabilities of a motor, a critical 
factor in systems of this type. For example, a system re- 
quiring a peak torque of 60 ounceeinch could use the motor 
Chosen in this investigation, the Inland Motor Company 
T2108A which has a torque to inertia ratio of 5350 radians 
per second squared. A gear train servo motor for the same 
requirement would have a torque to inertia ratio at the 
output shaft on the order of 1/10 this value or less. Fig- 


ure l is a performance curve for this motor as given by the 
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manufacturer. Of interest here is the excellent linearity 
of this motor representing a torque constant slope of 125 
inch-ounce per ampere. 

Many other important advantages result from the direct 
drive characteristic. Of interest in this investigation is 
the absence of backlash effects in servos with direct drive 
motors together with the absence of any measurable ripple 
effects in the motor itself, which, except at very high 
torque levels, allows use of high loop gain to obtain fast 
servo response time and excellent resolution. In stabili- 
zation systems with direct drive, error is introduced to 
the stabilized member only through friction, whereas with 
gear drive, base motion accelerates the motor through the 
gears thereby adding acceleration error. Gears also greatly 
increase the friction errors. 

Total friction torque of the smaller direct drive units 
is not more than 2 per cent of maximum torque. The ratio is 
even less for the largér units with peak torque output greater 
than 3 pound-feet. This fact, of course, simplifies analysis 
by reducing the complexity of transfer functions when fric- 
tion is disregarded. | 

A complete line of DC torque motors ranging from a unit 
< inches in diameter and 1/2 inch thick, producing 0.1 pound- 
foot peak torque to units producing over 100 pound-feet 
torque are nov standard items. Even larger units are avail- 
able. Recent trade ‘literature reveals that a unit with peak 
torque rating of 3000 pound-feet will soon be manufactured for 


an antenna drive application. This literature reveals plans 
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for performances in the realm of 100,000 pound-feet for 
antennae of the 80 to 100 feet diameter.size. 

It is felt that servo engineers should chose DC rather 
than AC torquers for direct drive applications because DC 
units require substantially less input power to obtain 8 
given torque, much smaller size for a given maximum torque, 
and can have a faster torque versus time response. High 
level saturation of the rotor core by the permanent magnet 
field and use of a maximum number of poles can reduce control 
winding self inductance to negligible levels. 

Speed of Operation 

Most torque motors are designed for essentially stand 
still operation. However, speeds up to 100 revolutions per 
minute rarely present difficulty. Speed is limited by the 
voltage hetween one commutator bar and the next when the 
current is being reversed by commutation. 

The limiting voltage is a function of the amount of 
iron in the circuit, number of coil turns, speed of rotation 
and resistance of the brushes. Generally, the higher the 
resistance of the brush the better the commutation, but there 
is a limit to the brush resistance that can be tolerated in 
servo applications because higher resistances add uncertain- 
ty to the loop by increasing the inertial time constant. 
Increasing the number of commutator bars so that the number 


of turns between bars 15 decreased also improves commutation. 
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When the maximum number of bars have been used due to 
space restriction and brushes with the maximum resistance 
tolerable have been installed, speed can no longer be in- 
creased without derating torque. Very small units can run 
intermittently at speeds of several thousand revolutions per 
minute operated at less than peak torque and up to one thou- 
sand revolutions per minute intermittently at peak torque. 
For example, the motor used in this investigation was oper- 
ated at speeds in excess of one thousand revolutions per 
minute for at least two hours. Speed limits of larger units 
are considerably less. For example, speeds in the region of 
500 revolutions per minute are beyond reach of most 10 and 
20 foot-pound standard units. 

Motor Control Power 

Specifically designed rotary amplifiers are generally 
used to drive the torquers. With good design they can be 
made to provide very fast response consistent with that of 
torquers. However, in some cases these rotary amplifiers 
introduce time constants into the system which degrade the 
performance. Magnetic amplifiers and gas tube amplifiers 
can also be used in conjunction with these torquer motors. 

Vacuum tube drives provide the fastest type of control. 
They have the disadvantages associated with relatively high 
power electronic systems however. These problems are being 
sidestepped in some cases with use of high power transistors 
as switches in a high frequent pulses uath type amplifier. 


So far, however, these transistor units are limited to use with 
DL 





smaller torquers. For example, engineers at the Dalmo-Victor 
Corporation attempted for some seven weeks to develop a 
transistor amplifier for use in this investigation. Although 
the effort failed due to the high voltares required, it is 
felt that with the newer, higher-powered transistors recently 
marketed, success could have been realized. 

Torquer Design 

The first direct a DC torquers made were designed 
for stabilization systems such as gyro control units. Since 
the torquers were to mount directly on the stabilization 
gimbals where space and weight are severe limitations, a major 
objective was to make them as small as possible. The major 
problem to be solved was ripple = the torquers were not even 
feasible if their torque varied substantially with rotation. 
Skewed rotors with the proper proportion of slots to the 
number of stator slots would minimize ripple, the difficult 
aspect of the problem was to accomplish this in a minimum 
sized unit. 

The size of the rotor was reduced by mounting the com- 
mutator directly on the winding. The commutator bars actu- 
ally went through the slots. After the bars were connected 
to the windings the whole rotor was encapsulated. The 
commutator ended up taking no appreciable space beyond that 
of the wound core, except for the insulation of the bars. 

The bar arrangement appears to be something like that of a 
barrier where the windings have been turned away. The In- 


land Motor Company doesn't turn away the windings however. 
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They simply add more bars and connect the windings to them. 
This was the principal reason why an Inland Torque Motor was 
chosen over other manufacturers for this investigation. The 
Inland Motor Company also saved space in the stator. Nor- 
mally field poles in DC machines have substantial tooth tips 
to the pole face and, to achieve a low speed voltage to 
commutated coils, the space between the poles is relatively 
large both circumferentially and radially. By using Alnico- 
V magnets in the field, Inland was able to eliminate the slots 
and the spaces between the poles in the field. Simply having 
a highly ee bridre of magnetic material going from 
one pole to the next resulted in a reduction in outside 
diameter on the field assembly without sacrificing anything 
to the ripple problems: There were no slots on the inside 
of the field that could conspire with the rotor slots to 
cause ripple. 

The very thin bridge that connects one pole to the 
next is, of course, thoroughly saturated by the ела کک‎ А 
magnet field, but the amount of flux through this path is 
relatively slight. 

The combination of these rotor and stator designs and a 
rather small brush rigging made possible by the commutator 
configuration results in a much smaller torque motor than 
produced before. Furthermore, the stator is very simple and 
easy to produce and no complex skewing for either the stator 


or the rotor is required. Best of all, ripple effects are 
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negligible. There is no measurable reluctance torque effect 
with rotation and no change in the per ampere sensitivity with 
rotation. However, there is a slight change in input resis- 
tance as the brushes move from bar to bar resulting ina 

small variation in per volt sensitivity, and armature re- 
action causes an additional ripple at very high torque lev- 
els. Figure 2 is a cutaway view of the T2108A torque motor 
used in conjunction with this investigation. 

Motor Tests 

The purpose of the motor tests in this investigation 
were twofold. First, correct data was necessary in order to 
predict system performance. Second, a correlation between 
manufacturers data and actual data was required in order to 
form an experience base to be used in future preliminary 
designs of this type. 

The parameters numerically evaluated in the motor test 
program were armature resistance Н, electromotive force con- 
stant Ky (back electromotive force), friction, torque con- 
stant K; (sensitivity), armature inductance L, time constants, 
and inertia J. In addition to the tests on the motor alone, 
tests were made with the load inertia as well as with the 
tachometer, synchro and gear which were to be included in 
the final closed loop system. Parameters, whenever practical, 
were evaluated by more than one method in order to verify 


results. 
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Measurement of Resistance Ro 


The armature resistance was measured with an impedance 
bridge at the brush terminals. An average value was taken for 
the resistance measured at several positions of the armature. 
The average resistance was 165 ohms, compared with 195 ohms 
given by the manufacturer. 

Measurement of Inductance та 

The impedance bridge was used for this measurement. The 
self-inductance was measured for several armature positions 
for the permanent magnetic field motor with armature in 


place. The average inductance was .15 henries compared to 


-l henries given in the manufacturer's data. 


This constant was evaluated by driving the motor mechan- 
lcally as a generator as well as running as a motor. 
А dynamomter* was used to drive the motor mechanically 


ó A 


while the speed and generated voltage were measured. 
Model 311, Simpson VTVM was used with input impedance of 22 
megohms for recording voltage and the Jagabi chronometric 
tachometer was used for speed measurements. The motor was 
run through a range from 100 rpm to 1000 rpm which was con- 
sidered to include the closed loop operating speed range. 
Higher speeds were not used for this reason as well as to 
minimize commutator brush wear which the manufacturer cau- 


tioned would occur at higher speeds. Motor speed was set by 


adjusting the hydraulic coupling unit between the dynamometer 
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drive motor and the dc torque motor being tested. 

The data obtained in this test is tabulated in Table I 
and the generated voltage versus speed data is plotted in 
Figure 3... The motor was driven in both directions as shown 
by the two curves. 

The motor back emf constent Ky has units of volts per 
unit of rotation per unit of time or in this case, volts ver 
radian per second. It represents the slope of the generated 
voltage versus speed curves of Figure 2 which are noted to 
approximate a straight line. From the average of the two 
curves representing the different motor directions the value 
of Ky was determined to be .883 volts/radian/second which 
correlates favorably with the manufacturer's figure of .90. 

The second method of evaluating K, employed Kirchoff's 
Law equation, E - IR z 2 In this evaluation a range of 
voltages were applied to the motor while speed and armature 
current were recorded for each voltage. Using the previously 
determined value of armature resistance of 165 ohms, the IR 
drop was calculated. Table II contains the data obtained 
during the tests. The first set of data was for the motor 
with a 50 pound-inch squared inertia disk load but no tacho- 
meter, synchro or gears. The second set of data is for the 
motor with the tachometer, synchro and gears but no load. 
Figure 48shows the mounting arrangement for the tachometer, 
synchro and gears. To assemble, the motor shaft is inserted 


through the hole in the gear located in the motor housing. 
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TABLE I 


Back emf Constant (Ky) and Viscous Friction Data 
RPM u) E weight weight | arm Torque | 
rad/sec Gen grams ounces inches in-oz 
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Table II 


Determination of Ky from expression E-IR=K, 
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750 # -in^, REl65 ohns 








The gear 1s fastened to the shaft with screws in the three 
holes shown on the gear and motor shaft. The motor is then 
fastened in the housing with four screws. Figure 4A shows 
the motor disassembled. То assemble the motor, the rotor 
is placed in the stator and fastened with a nut and bolt 
through the center. The ring holding the brushes is then 
placed on top of the stator and fastened with screws. 

The plot of the (E = IR) versus speed data of Table TI 
is shown on Figure 4. The widely scattered points, as noted 
on the figure were from the dynamic torque test with the in- 
ertia disk load as illustrated in Figure 5. This test was 
undertaken to determine what effect motor loading would have 
on the slope of the (E = IR) versus speed curve or the value 
of Ky. 

The slope of the line or Ky is .661 as compared to .885 
by the first evaluation or .90 from the manufacturer's data. 
The value .661 was used in the theoretical calculations in 
predicting the servo response as it was the only value avail- 
able at the time. The data from driving the motor is consid- 
ered more reliable because only two quantities were measured 
whereas in the Kirchoff's Law method, current was the third 
quantity. The accuracy of the VTVM is stated by the manu- 
facturer as £ 5 per cent of full scale for DC voltages. 
Assuming as error as large as 5 per cent, the value of Ky 
is considered not sufficiently changed to warrant a more 


accurate meter. One justification is the use of an average 
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armature resistance of 165 ohms whereas resistance actually 
varied from 165 ohms to 170 ohms depending on armature posi- 
tion. The Jagabi Chronometric Tachometer is accurate to within 
0.5 per cent at speeds over 50 rpm. 


Measurement of Kr 


The measurement of the motor-torque constant Ky, was 


Шад 


made from stalled torque data As before, several methods 


of torque measurement were utiliged in order to check the 
validity of the torque constant determined. 

The setup of Figures 5 and 6 was used except that the 
nylon cord from the spring balance was attached to the in- 
ertia disk rather than looped around with a suspended weight 
as shown. Figure 5 is the front and Figure 6 the rear view 
of the test setup. The inertia disk is the same in both views. 
In Figure 6 the section of polar coordinate graph paper fast- 
ened to the motor housing was used to measure the amount 
of stator rotation for the ripple torque tests. Armature 
voltages in increments were apnlied to the motor while arma- 
ture current and force on the spring balance were recorded. 
Two runs were made with the 50 pound-inch* Inertia load and 


two runs were made with the 5 pound-inch* load. The tests 


with the different inertia loads were run to determine if 

the increased friction would effect the motor torque constant 
of the system. The radii of the respective load disks were 
eco feet and .1188 feet and torque was calculated by multi- 


plying the spring balance force by the radius of the disk 
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used. At voltages around 75 volts current readings became 
erratic because of commutation thus limiting the tests. The 
data is recorded in Table III and the plot of torque versus 
armature current is plotted on Figure 7. It is noted the 
data was taken at different times and with different spring 
balances. It was obvious during these tests that the friction 
in the spring balance did not give precise repeatable readings. 
The values for the slopes of the various curves or the motor- 
torque constant K,, varied from .463 to .579 foot-pounds 
per ampere which was not close to the value of .66 pound- 
feet per ampere given by the manufacturer. The value of 
.465 was used in the theoretical evaluation of the transfer 
function and closed loop system since it was the value deter- 
mined from the latest test which was done with extreme care. 

In order to establish confidence in the value for К+, 
the test was run again with a torque watch to measure torque. 
The torque watch has a chuck which fastens to the end of the 
motor shaft. Fastened to the chuck by a watch spring is a 
dial calibrated to read torque in inch-ounces. A pointer 
rigidly attached to the chuck indicates torque as the motor 
twists the watch spring while the dial is held stationary. 
The torque watch range of 20 inch-ounces limited the applied 
voltages to 35 volts as noted in the recorded data of Table IV. 
The torque versus armature current values are plotted on 
Figure 8 for the three test conditions of no load, and 5 pound- 


inch* and 50 pound-inch* inertia disks. There is some vari- 
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Table III 


Determination of Kj from stalled torque data (Spring balance) 


weight torque 
Voltage ounces in-02 temp 9€ 


J = 5 # - in Radius = 1.425 
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Table IV 
Determination of K, from stalled torque data (Torque watch) 
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ation in the data, however, a straight line approximation wes 
made and the value of Ky; determined as .487 pound-foot per 
атреге. 

The dynamometer” stand was used for measuring the stelled 
torque in the third test, which was tabulated in Table V. 
The torque versus armature current data is plotted in Firure 
9 and Kt determined as .448 pound-feet per ampere. Although 
there is variation in the values obtained in the several 
tests there also appears to be some correlation. The value 
of „465 pound-feet per ampere falls within the determinations 
believed to be the more reliable (dynamometer and torque 
watch), and also obtained in two spring balance tests, there- 
fore, it was used with confidence. The variation with the 
manufacturer's data is not considered serious in that their 
values are generalized and may not be based on a wide testing 
base because of the limited production of these motors. 
Temperature readings were made as recorded in Table III with 
negligible temperature raise although the motor was at stall 
during the entire test. 

The back emf constant Ky of any torque motor is related 
to the torque sensitivity by the relationship’, volts per 
radian per second = K x (sensitivity in feet=pound per ampere), 


where K = 1.356. This relationship is derived as follows: 
Z 


2, в pole flux in webers 


number armature conductors 


/ = active length of conductors (meters) 





Table V 


Determination of Ky from stalled torcue data (Dynamometer ) 


a li weight torque 
Voltage ounces nee ounces 
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& number of poles 


number of parallel paths through armature 
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= average flux density for a pole pitch 


= flux density under poles = 


= total torque 

= velocity in meters per second s TAA 
27744 radians per second 

= FOS 

= amperes (current per conductor) 


z newton-meters (torque per conductor) 
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Using the value of 4.465 foot-pounds per ampere as de- 
termined in Figure 7, Ko is evaluated as .628 volts рег 
radian per second in the expression above. From the experi- 
mental data of Figure 3, Ky was determined to be .661 volts 


per radian per second which is considered good correlation 





for experimental data. 
Measurement of Friction 

As seen from Figure 10, there are three types of friction 
torque, coulomb, static and viscous, which should be evalu- 
ated. The static friction may be evaluated by extrapolating 


1,5, The cou- 


stalled torque versus armature current curves 
lomb friction which 1s slightly less than static friction, 
however, is difficult to measure and was not evaluated. 

The actual measurement of static friction was made in several 
ways, Using the setup of Figures 5 and 6 a voltage was 
applied to the motor while the corresponding current and 
stalled torque were tabulated in Table III. Two runs were 

made with the 50 pound-inch squared inertia load and two with 

a 5 pound-inch squared inertia load. The stalled torque and 
armature current values of Table III are plotted on Figure 7. 
By extrapolation the torques at the zero current values are 
taken as an indication of either coulomb or static torque. 
These varied from .75 to 2.5 inch-ounces. It is noted that the 
values were negative, however, the exact interpretation of 

this intercept is complicated by the fact that friction may 


either add or subtract from the torque produced by the motor 
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depending upon the experimental method used? 1t was obvious 
that precise repeatable readings could not be made with the 
spring balance. 

Another set of data was taken utilizing a torque watch 
for torque measurement under conditions of no inertía load, 
and 5 and 50 pound-inch squared inertia loads. This data is 
tabulated in Table IV. The stalled torque versus armature 
current data is plotted in Figure 8 and it is noted the 
static torque intercept is + 1.6 ounce-inches and negative. 

The torque required to turn the de-energized motor 
with the torque watch was measured for the conditions of 
load. The values were respectively 1.9, 2.0, and 1.5 inch- 
ounces for the 50 pound-inch*, 5 pound-inch* and no load 
conditions. The average value was 1.8 inch-ounces compared 
with 1.6 inch-ounces from the extrapolated curve. 

The third static friction measurement utilized the dyna- 
mometer previously used for measuring torque. In this test 
the motor was mechanically driven, with no armature excitation, 
while torque speed and generated emf were recorded. This 
data was tabulated in Table I and torque versus speed plotted 
in Figure 11. By extrapolation the average static friction 
for clockwise and counterclockwise rotation data was 1.55 
inch-ounces. 

As with other tests it was felt that the dynamometer 
tests were the more reliable, therefore, the static friction 


value of 1.55 inch-ounces was considered to be fairly valid. 


на 








The results of the other methods of evaluatibn vary about 
this figure which tends to establish it as a valid average 
figure. 

The viscous friction was measured on the dynamometer 
while driving the motor as a generator as previously noted. 
Figure 11 shows viscous friction as a function of motor speed 
in both the clockwise and counterclockwise directions. From 
Figure ll it is seen that at speeds of about 90 radians per 
second the total friction was 2.95 inch-ounces or assuming a 
value of coulomb friction of 1.55 inch-ounces the viscous 
friction was 1.4 inch-ounces. The general shape of the curves 
of Figure 11 indicate a leveling off at the higher speeds. 

In the closed loop system, the speeds generally should be 
much less than 90 radians per second and viscous friction 
should never be above 1.0 inch-ounces. These values are for 
the motor, tachometer, synchro pickoff and gears as shown in 
Figure 4 which was the setup when the loop was closed. 


Determining Linearity of the Motor 


A DC servomotor is a linear device 


except for static 

or coulomb friction effects, therefore, a series of torque 
versus speed tests were run for various values of applied 
voltage. It is observed that tests of this kind are for steady 
state (velocity) conditions but the rate of change of torque 
with respect to voltage is a constant if the family of curves 
are parallel straight lines and the partial derivative of 
torque with respect to speed is constant if the curves are 


straight Mese" 
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As in other tests two torque measuring methods were 
employed. In the first test the setup of Figure 5 was used 
wherein the torque was measured by a spring balance with the 
nylon cord attached looped around the inertia disk and a 
weight hung on the end. The expression for determining torque 
was derived from the two relationships below which are from 


the Mechanical Engineers Handbook by Marks. 


HP = 2 RN (w-W) , where 
А 55,000 
N is in rpm, R is radius of disk in feet, w is the spring 
balance reading in pounds and W is the suspended weight in 
pounds. Also, 


HP = T x RPM , where 
63,025 


T is in inch-pounds. By equating the two and solving for 
torque in inch-ounces the following expression was obtained: 
Т = 12.0 R (w-W) where R is in feet. 
The radius of the 50 poundeinch squared inertia disk was 
0.25 feet and the 5 pound-inch squared disk was 0.1188 feet. 
The data obtained for this test is found in Table VI and 
output torque versus steady state speed data is plotted in 
Figure 12. Three of the five straight line approximations 
are based upon two points only but it is observed that all the 
curves are essentially parallel while still passing through 
the plotted points. 
To correlate these curves, the dynamometer was used to 
measure output torque. Briefly, the motor is driven in the 


same direction as the developed torque while steady state 
62 





Table VI 


Output Torque (3pring Balance) 


weight | weight W-w Torque oB I 
ounces | ounces ounces in-oz Volts Anps 
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speed and output torque are measured. The data for several 
voltages are recorded in Table VII and torque versus speed 
plotted on Figure 13 where three points for each voltage 
(except 60 volts) established a line which was considered the 
straight line approximation. The family of curves are essen- 
tially parallel with slopes of .567 inch-ounces per radian 
per second which gave fair correlation with the previous 
curves whose slopes were .422 inch-ounces per radian per 
second. 

The curves of Figure 13 are considered more reliable 
because of the more accurate torque measurements obtainable 
on the dynamometer, however, the difference may be in the 
load inertia used in the test of Figure 12 whereas Fimure 13 
was with no load. 

Comparison of the dynamic torque versus armature current 
curves of the manufacturer with experimental results. The 
torque and armature current data of the dynamic torque tests 
tabulated in Tables VI and VII are plotted in Figures 14 and 
15 respectively. The points in Figure 14 at torque values 
around 10 inch-ounces do not lie on the straight line approxi- 
mation which fairly well passes through the other plotted 
points. Again this is believed to be caused by insensitive 
measuring of the torque force with the spring balance. As 
before, the dynamometer measured torque produced good data at 


all torque values. 





Table VII 
Output Torque (Dynamometer) 


E RPM Q2 weight weight arm torque I 
Volts rad/sec | grams ounces inches in-oz amps 






IWW OQ An N 
9 e 


зззъвонеъввенаен 





wt £-.0 O جح‎ оо U 








νο, 


OWL 


р). 


| 


А 


n 


p wc 


+ 


re 


+ 


bs: 


4 


| 


| 
[ 


— а Й фр 


e 





i 

i | 
LOI 
CTS 


UNO 


- 


«4 


+ 


S 
`o. 
S 


т 
ae 


DLA 


(е 





Š > 
IH EA 


Γ-- 


+ 
Å 


| 二 十 | + 


EDS 1 
1 ща - 


|. 


t 
1 


H- ЕЕ. 3, We. 


г 


j- 


DE use. | ——M———— — سے‎ 


ΤΕ; 
POL APARO 
cuu т) 


[μι 


H 
lir 
1 
, 








The slopes of the curves are 91.75 inch-ounces per ampere 
and 109.3 inch-ounces per ampere. The manufacturers data as 
plotted in Figure 1 gives a slope of 125 inch-ounce per ampere 
for the linear part of the curve. It is noted here that the 
slopes of Ficures 7 and 8 (Ky values determined for stalled 
torque versus current) varied from 87.4 to 111.1 inch-ounce 
per ampere with a value of 88.8 chosen for κ, which correla- 
tes with the value obtained in the dynamic torque tests. The 
variation from the manufacturer's data was not considered 
serious for the same reason as mentioned previously, therefore, 
the data obtained in the tests was believed to be reliable. 
From the dynamic torque test of Figure 15, it is observed that 
the zero current torque intercept is 1.6 inch-ounce which 
closely compared with the static torque previously discussed. 

The time constants for the motor with tachometer, synchro 
and gears as well as with the inertia load were measured by 
transient or frequency response or both. The first test was 
the transient response of the motor with the 50 pound-inch 
squared inertia load. The circuit for this evaluation is 
shown in Figure 16. A 100 volt step input was obtained from 
an electronic power supply. A DC tachometer with disk 
attached to its shaft was held on the rim of the large inertia 
disk to give the velocity response of the motor-load combin- 
ation while the voltage drop across the one ohm resistor was 


recorded on another Brush amplifier recorder. This transient 


90 





response is shown in Figure 16. The average time constant 
representing 65.2 per cent of the time to reach steady state 
was approximately 6.0 seconds for two runs. It is recog- 
nized that the tachometer rotor also has inertia and friction 
which would add to that of the motor-load combination to give 
a time constant grestbr than the motor-load alone, therefore, 
the time constant obtained is high. The ammeter of Figure 164 
was observed with and without the tachometer and showed a 
loading effect equivalent to 10 milliamperes at steady state 
Speed. 

Another determination of transient response was done 
utilizing the output torque versus steady speed curves of 
Figures 12 and 13 with the expression®, 

T. PE-2T0, 
да 
where T is output torque, E is applied armature voltage, P 
is a constant of torque over voltage and œ is steady state 
speed. The constant P is the rate of change of torque with 


respect to voltage, or, 


p - Stalled torque at any voltage. 
` Voltage producing that torque 


From Figure 12, P  .561 inch-ounce per volt and from Figure 


13, P = .496 inch-ounce per volt for no load dynamic torque. 





The values of were respectively .432 and .380 inch- 


да» 
ounces per radian per second. Neglecting bearing and brush 
friction®, and the electrical time constant which is too 
small to determine experimentally. 

Z = 7 ۔ رھ‎ SIw = 76-3739 , and 
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but the approximate transfer function from Chapter II was 


A = MESS. جرب‎ 
E SZ) 
BM и 2= 
Ky Kup Таш 


Substituting values from the two figures, 12 and 13, 


A 2.57 Im + 3) (with inertia load) and, 
La КЕ сз Ue (no inertia load), 


where J is in inch-ounce seconds squared. Using 72 


= 2.57 dm + land a J of 54 pound-inch squared or .224 
inch-ounce second squared calculated in the next section for 
the total inertia of the motor, tachometer, synchro, gears 
and large inertia disk, Z(m + 1) was calculated as 5.3 seconds 
which correlated well with the transient determination of 
6.0 seconds, which was'known to be high. 

The constant K, = — na: calculated to be .753 and 
767 volts per radian per second respectively using Figures 
12 and 13, which are compared to the previously experimentally 
determined K, of .661 and the manufacturers value of .90. 


The transient response without the inertia disk was 





determined by use of a step input and oscilloscope. The 
photographs of the transient response for two runs are shown 
in Figure 17 from which the time constant was determined to 
be 0.1 second. Figure 17 represents the AC tachometer out- 
put for a step voltage applied to the motor. 

Using the equation derived from the speed torque curves 
without load inertia, Zy: 2.654, and a J calculated in the 
next section of 2.93 x 1078 inch-ounces second squared, or 
707 pound-inch squared, the time constant was calculated at 
O.08 seconds. 

A third method utilized the frequency response of the 
motor employing the special mechanical low frequency oscillator 
of Fig. 18 because of the high current requirements of the 
motor. (.47 amperes peak). It can be observed in the figure 
that phase may be read directly on the calibrated dial. In 
the test setup an oscilliscope was used in conjunction with 
the phase shifter knob on the mecanical oscillator to read 
phase shift. Briefly, as the frequency was increased the 
figure on the scope would shift position thus the phase knob 
was turned to restore the picture to the index position (the 
zero or low frequency position) and the phase shift was then 
read directly. 

The mechanical low frequency oscillator was obtained by 
loan from the University of California. It produces a low 
frequency sinusoid and square wave from a de input. The 


frequency range is .002 cps to 15 cps and the dc output cur- 
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rent is limited to 1.5 anperes. The magnitude Of the input 
sipnal is the magnitude of the sinusoid. The ordinary com- 
merclal frequency generators are not sultable for this 
application because of current limitations. 

Two runs were made with the motor and pickoffs but no- 
load. One at +57 volt de swing and the other at +25 volt 
de swing. The frequency range at the lower voltage did not 
provide enough data to determine the corner. Also in a third 
run with the higher voltage but with the 50 pound-inch squared 
inertial load the same situation occurred. The plot of Figo 
20 represents the +57 volt noiload test of Table VIII. From 
the firure the corner freauency was determined to be at 14 
eyclesn per second. Taking the reciprocal of this value the 
time constant was calculated to be .0714 seconds for the motor 
with tachometer, synchro and gearso 

In the three methods used to determine the time constant 
under no load conditions the values obtained were 0.1, 0.08 
end 0.0714 second respectively. The time constant of the 
motor, tachometer, synchro and gears was considered to be the 
average value of 0.084 seconds. The electrical time constant 
of the motor is at 1930 cps and could not be determined experi- 
mentally because of frequency limitations. 

Calculation of Moment of Inertia, J. 

From the dimensions and weichts of the inertia disk and 
gears shown in Fig. 21 their moments of inertias were calcu- 
lated using the formulas, 

Jeyl = mr“ or, 
一 一 


Jrings = mr? o 





Table VIII 


Frequency Response of Motor with Tachometer, 
Synchro and Gears (No load) 
(£57V DC Input) 


Freq. Magnitude Magni tude y Phase Shift 
eps volts Non-dimensional db degrees 


е 


e 


7.0 
6.8 
6.6 
0.4, 
6.0 
5.6 
5.2 
4.0 
35 
2.8 
2.1 
1.5 
1.4 
1.25 
17 
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The large inertia disk was calculated to have an inertia of 
53.97 pound-inch squared rather than the nominal design value 
of 50 pound-inch squared. The gears were calculated to have 

a J of „9375 x 1074 pound-feet second squared or .434 vounde 
inch squared. From the manufacturers catalogs, the Bendix 
Autosyn Resolver (synchro), Model AY-222-S-5-B rotor inertia 
was 12 pram-centimeter squared and the Kearfott Model -' 700-۸ 


Tachometer rotor inertia was 2.1 pram=-centimeter squared. 


一 


an 





REFERENCES 


Thaler, G. J. and Stein, W. A., Transfer Function and Parameter 
Evaluation for DC Servomotors, Proceedings of the ATEE, Applications 
and Industry, January 1956. 


Van Wambeck, S. H. and Stein, W. A., A Special Dynamameter for 
Testing Small Motors, Electrical Engineering, vol. 71, June 1952, 
pp. 549-51. 


Saunders, R. M., Measurement of DC Machine Parameters, Electrical 
Engineering, vol. 70, Sept. 1951, pp. 787-92. 


Greenwood, I., Holdam, J., and MacRae, D., Electronic Instruments 
McGraw-Hill Book Co., Inc., New York, 1948, p. 357. 


Greenwood, I., Holdem, J., and MacRae, D., op. cit., pp. 453-55. 


Thaler, G. J., Elements of Servomechanism Theory, McGraw-Hill Book 
Cot, Ime., New York, 1955, p. 259. 


Catalog, Inland Torque Motors and Rotary Amplifiers, Inland Motor 
Corporation, Pearl River, New York, 1959. 





CHAPTER V 


INTERMEDIATE ANALYSIS AND DESIGN; 
TORQUE MOTOR AND SERVO SYSTEM 


This chapter is a more accurate analysis of the antici- 
pated response of the system since it incorporates actual 
experimental data rather than manufacturer's information. 
Essentially, this Intermediate Analysis is obtained in much 
the same manner as the Preliminary Analysis. 

Proceeding as in Chapter III, Preliminary Analysis, a 
new motor transfer function and system transfer function 
was obtained based on the motor characteristics determined 
by experimentation. This data was summarized in tabular 
form at the conclusion of Chapter IV. The general motor 


transfer function was derived in Chapter IT: 


E E O 
1. Е WSL tee Nord) | 


Substituting experimental values, 





Go κ 
2 
E E SI“ TAS s 
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Which simplifies to: 


Ес 5/4 
£ 0 رش‎ 


Comparing the time constants of this transfer function 
with equation 13 of Chapter III reveals little correlation. 


Tate 
i d 





This, of course, can be attributed to the fact that the 
results obtained in Chapter III were based on manufacturer's 
data. In addition, the motor time constant of .083 seconds 
above includes the effects of the synchro pickoff and tacho- 
meter gearing. 

Figure 1 represents the logarithmic plot of this motor 
transfer function. Comparison with Figure 20 of Chapter IV 
reveals close correlation and indicates that the theoreti- 
cally obtained data is close to the experimental character- 
istics. As mentioned in Chapter IV, the second corner 
(electrical time constant) at 1100 radians per second 
(176 cycles per second) is not shown on this plot due to 
its negligent effect on servo performance. 

The motor-load combination transfer function was ob- 


tained by including the load inertia in equation 1. 





4. = EE 7 
TE ipee) 
5. 2 [SIS 


£ SI (eas 011e сл 


Comparing the 6.4 second inertial time constant with 
Figure 20 indicates a close correlation. 

Utilizing this transfer function, the open loop trans- 
fer function was obtained. Shaping the resultant locus in 


such a manner as to meet design and ASME criteria, explained 


* r 
10 a 





DITA 777 J), SM T) | Г 
рч UE πι XR nen EL m UU -- Enc о ee Se مس‎ EUG CIPUE ہے و یہ ہیر‎ En TTS аи x 
4 ° Е i š ! N : i 


NE re ME 1 ee AI E Е: s E 3 
А 





i | 

(Sy. a NER NS ERR ς 23. | » 
| Ly | 
| ТҮ О | | | LIDIA NE HINL УДАЛИ , | | 
ΤΝ ΠΤΙ ٢ E | ГЛЕ 55 m spp wy 1 
| سس ا ا مہ‎ ών Πτι AAA 
ој LA AVID Ul یہ‎ |) | SENE | 
c | | ν ἢ 

| 


1 { ` 1 + ۹ } ! 
( | 1 | $ 

1 1 | | | : |) | | | . ONE, 
! | ! ) 





一 











[aS t Е 





—— 


. QM - 1?) I ш 
YINYDO IMDITS | 








ج س 





M 
c 
ο 
^i | 7 je | | 4 | | 
411141 Γη | | | Eu | | | | ` D 
I“ | | | | | | | | | | t 
:. - tt | | L 4 | | | | El PA 0 4 | {| | | | t 4 
T А ER PIS f аи ет ЕТ 
HA 1 > | ' | S! | | | 
7 ра | ! | | Ϊ 7 Ж | E 1 i a d i 
P 1. ΠΕΙ | 3 
a | £ | | { { "7 





| 
E > NL 
|. aw | 
ema - ES | 
| "ne ή | 1 | | 
ES arg “ u | | | | Irem = 7 


Е 
! 
a... 
{ 
م هسم‎ 
| i 
t 
| 
i 
' 


> 
- + --- 





on page 52 of Chapter III, revealed a requirement for a 
zero at -60 and a pole at -6. Other poles can be located at 
any values greater than -1000. 

Again both lead and tachometer feedback compensation 
will be required in order to stabilize the system. Proceed- 
ing as in Chapter III many compensation schemes were tried 
with little success. For the most part, the amount of ampli- 


fier gain required was prohibitive. Finally it was deter- 





mined that a lead network, 57 20 » would produce a satis- 
57/00 
factory system. This network was decided upon by utilizing 
the same reasoning explained on page 32 of Chapter III. 
Using a nominal gain of 1000, the intermediate design 


was developed in the following manner. The motor transfer 


function is: 


Qu. 232 


ON B II 
E 5 (354.134) ($+ //00) 





Proceeding as on page 36 of Chapter III, the open loop 


transfer function was obtained in the conventional manner: 


(232) (1000) (5760) 
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This equation can be factored as: 


23,200 (5760) 


E 3(s*4J( S4 54)( 57 &) 


Specifying one root of the characteristic equation at 


-6 as done in Chapter III to properly shape the locus: 


2+0 +6 = И70 
Па ОСА 
64b - 2532" 2 322,000 f 


Solving these simultaneous equations the following 
values were obtained: 

Tachometer constant: .05153 

Roots: -6, -117, «1047 

Figure 2 is a logarithmic plot of this system, designa- 
ted the Intermediate Design. Figure 3 represents the M-N 
chart and Figure 4 is the M-N versus W for this system. No 
data is presented for frequencies greater than 300 radians 
per second. 
Transient Response 


The closed loop transfer function, Ра, is obtained in 


the following manner: A 
€ 25 
Thus, 
| 232 20 (56ο) 
З= 


“е 229 5, 4&6, 40437 13000 000 
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Solving the quartic in the manner prescribed on page 91, 
Brown and Campbell, the roots of the characteristic equation 
are: 

=ó. 5 < j 10.1, -1047, +115 


Factored, the closed loop transfer function арреагз аз: 
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Calculation of the transient response can be approxi- 


mated by: 5 کر‎ E 
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Here again the negligent terms have been disregarded for 
times greater than .Ol second. 

Figure 5 represents the transient plot for this system. 
The followine is a tabulation of the pertinent data repre- 
sented by this intermediate system, a system designed to 


meet all specifications. 


Μον (Marnitude, peak, frequency basis) = 1.43 

Wow (Frequency of Mpy) = 66 radians per 
second 

Mpt (Magnitude, peak time basis) = 1.26 


1 


п 


p (Time of Mpt) .3 seconds 
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Waw (Bandwidth, frequency basis) 167 radians per 
second 


Tg (Rise Time) .152 seconds 


Tp (Settling Time) .4 seconds 








Chapter VI 

This chapter includes the experimental verification of the inter- 
mediate design and an analysis and discussion of the results obtained. 
The chapter also includes a lengthy discussion of the camponents used 
in the process of closing the loop of the servo system under investigation 
in order that the reader may be aware of the camplexities involved in 
suming, modulating and amplifying servo signals in systems of this type. 

Of considerable interest in this chapter is the discussion of a 
servo system similar to the intermediate design, but lacking the lead 
network. It has been suggested that such a system would function ina 
satisfactory manner, however, the authors were of the opinion that it 
would not. Needless to say this system was unsatisfactory, verifying the 
predictions of the theoretical calculations which indicated that both 
lead and tachometer compensation was necessary. 

Without further discussion of the experimental results it should be 
mentioned at this time that the final design was identically similar to 
the intermediate design. This, of course, re-emphasizes the necessity 
for thorough preliminary calculations utilizing standard analytical 
methods for predicting servo performance. 

Description of camponents 

The components of the closed loop system are shown in detail in the 
block diagram of Figure 1 and the actual laboratory setup in Figure 2. 
Inasmuch as the camponents are generally standard items or circuits the 
discussion of each will be brief. The critical component in the closed 
loop was the DC power amplifier because of the particular power require- 
ments of the DC torque motor. 


The motor was rated at 0.47 amps and 90 volts which required a DC 
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amplifier whose capabilities were greater than the cammon commercial 
types. By previous arrangement the design and construction of a suitable 
amplifier was the responsibility of the Dalmo-Victor Company. Some work 
was done on a transistorized amplifier, however, it was not successful 
and a vacuum tube amplifier was developed. The complete circuit diagram 
of the DC power amplifier is shown in Figure 3. The choice of the power 
tubes was one of econamy since there were types available at much higher 
cost which would have provided the same amplification with fewer tubes. 

Briefly, the operation is push-pull to reduce 3rd harmonic distortion 
and provide a balanced output. The poteniameter in the cathode circuit 
of the input stage is the balance to insure equal signals to the grids 
of the first stage power tubes. The zener diodes established the grid 
signal level at -85 volts for proper operation. The principal of the 
zener diode is the operation of the diode at the breakdown voltage or 
back inverse voltage where the voltage remains constant for changes in 
current. 

The input to the power amplifier was double ended, therefore, a 
phase splitter or DC signal phase inverter was necessary to convert the 
single ended output of the summing network. The circuit diagram for the 
phase splitter is given in Figure h. This circuit is also known as a 
paraphase amplifier and its operation is described in the literature. 

The output of the phase splitter is clamped to ground by the zener 
diodes, glow tube (0B2) and resistances. Several resistances and cœ- 
binations were tried before this was accamplished. 

The AC amplifiers were of different manufacture, however, any number 
of different types could have been used. The circuit diagram of the AC 
amplifier in the velocity loop is shown in Figure 5. This circuit is 


that of an RC amplifier with cathode follower output and feedback and its 
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operation is described in the literature. The AC amplifier in the position 
loop is shown in Figure 2. It is a commercial type RMS VIVM, Model 320 
manufactured by the Ballentine Company. 

The demodulator units were both the same. Their circuit diagram is 
shown in Figure 6. The demodulator is a phase sensitive type described 
in the literature and utilizes a Sanders, Model 2, Phase Comparator. 

A lead network in the position feedback path was cambined with filters 
in both feedback paths to form the summing network shown in Figure 7. It 
is noted that the decade capacitor of Figure 2 was used to change the 
lead network until the desired transient response was obtained. The final 
lead network values are those given in Figure 7. 

The DC voltage amplifier was a commercial type manufactured by the 
Kaylab Company and shown in Figure 2. The gain is variable in steps 
through 1000 and for the final system the gain was 70. 

Additional camponents not shown in the block diagram of Figure 1 
but necessary in the system were the power supplies. Five different 
supplies were used, two AC and three DC supplies. This was necessary to 
meet the current requirements of the components other than the power 
amplifier. They were regulated to + 0.25%. The large, locally con- 
structed, DC power supply shown in Figure 2 supplied the 300 volt plate 
voltages of the power amplifier. The regulation was +1%. Some diffi- 
culty was encountered in the closed loop due to inadequate regulation in 
the power supplies. The filament voltage of the amplifier was supplied 
by the 36 volt, 3 amp transformer shown in Figure 2. The filaments of 
the six 6080 tubes were in series and were rated at 2.5 amps each. 

The cathode follower shown in Figure 2 was used for isolation in 
measuring position gain. The motor and bracket is also shown in Figure 2. 


` 


Shown on top of the large DC supply are the center zero Kaylab DC Micro- 
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voltmeter and the Simpson Voltmeter. 
Performance of the closed loop camponents. 

With the components described in the previous paragraphs the ta- 
chometer and position loops were closed and an evaluation made of cm- 
ponents as well as the overall servomechanism to determine if the initial 
requirements were met. 

With the initial closed loop the frequency response determined with 
the transfer function analyzer (Solartron) showed the crossover frequency 
to be at 5 cps rather than at 15 cps as stated in the initial design re- 
quirements. Nevertheless the evaluation of the electronic position and 


velocity gain was determined. The block diagram for this test is shown 


in Figure 8. 
E) 

| S/o Voltage fewer 

EO Amp. Anp. 
De- ИА 
RE [> — 
D o n جح‎ G=30 G=/5 
/770X 
MD[ 5 И 


LT ec 


Figure 8 - Block diagram of 5 eps system 
The large inertia disk attached to the motor was manually turned in 
one degree steps while the voltage at point A of Figure O was recorded. 
The polar coordinate paper fastened to the disk as shown in Figure 4 of 
Chapter V provided an index and convenient measuring device for the one 
degree increments of rotation. The data obtained fram the test is tabu- 


lated in Table I. The average number of volts per degree of rotation was 





Table I 


Disk Position Volts 
Degrees 
222 -8.30 
221 -5.75 
220 -2.85 
219 -1.00 
216 +0.90 
21.7 +3.30 
216 45.75 
215 416.50 


2.5 as noted in Figure 0. 

To determine the gain fram point A to point B in Figure 8 the 
line at point A was broken and a plus and minus 1.0 volt signal intro- 
duced at A while the voltage at B, the plate to ground voltage of the 
6050 tubes (see Figure 3) of the power amplifier was measured. The 
average signal at B for the two different inputs at A was 101.5 volts 
per volt input as noted on Figure 8. 

The velocity gain from © to point A of Figure O was determined by 
measuring the voltage at A while the load inertia was rotating at 60 
RPM. The voltage was 8.0 volts. Converting units the velocity gain was 
1.27 volts per radian per second as noted in Figure 6. 

To determine the electronic position gain of the position loop an 
assumed error of one degree was taken. The output function for the posi- 
tion pickoff (synchro) was 17.2 sine 6, or 0.30 volts per degree. Thus 
the electronic position gain was (101.5 x 0, 20 or O41 volts per volti 

The minimum usable error signal or static accuracy was required to 
be 1.5 milliradians or better. Assuming this value or the equivalent, 
5.16 minutes, the output of the synchro would be 26 millivolts per degree. 
That is, the minimum torque at 26 millivolts input should be the friction 


torque of the system. By measurement, the breakloose voltage across the 





motor was 2.5 volts. Therefore, the product of the gain of each camponent 
in the position loop times the minimum signal of 26 millivolts must be 
greater than 2.5 volts. By inspection it can be seen this is the case. 

An increase or decrease in gain of the voltage amplifier will readily 
change the product. 

By the addition of a lead network, an AC amplifier in each of the 
feedback loops and adjustment of the tachometer and position feedback, 

a closed loop system was obtained whose crossover point was at the de- 
Sired 15 cps. The following evaluations were on this system. 

A requirement of load was a minimum velocity of one milliradian per 
second as a design goal. To determine if the load would follow at this 
velocity a function generator was used to provide a sinusoidal error 
signal of 0.02 cps (1 mr) and the synchro output observed on the scope. 
The scope presentation was an undistorted sinusoid indicating the system 
had met the design goal. 

The position gain or the gain corresponding to that of Figure 8 fran 
6 to point A was re-evaluated for this system. The data obtained in the 
same way as before is plotted in Figure 9. The slope of the curve or 
the position phase detector sensitivity is 11.5 volts per degree. For 
the static accuracy of 1.5 milliradians or 5.16 minutes the output of the 
phase sensitive demodulator should not be in error by more than 0.988 
volts. (5.16/60 x 11.5 = 0.988 volts). For a periodic 0.1 cps disturbance 
the maximum amplitude of rotation of the inertia load did not exceed 0.5 
degrees, therefore, the peak signal at the output of the demodulator should 
not exceed + 5.25 volts. 

The velocity gain was determined as before with 40 volts measured at 


point A of Figure 10 for a 75 RPM rotation of the inertia disk. 


3 





POPOP pg c DP D UE DU UE E 
Fi iss isis s ui Das 

ΤΙ τ ΠΠ 
a t eee ΠΗ 
i b up dub E bol usb HE un jp H HIHI EH ЫЧ ЧЫ 

ҮШ. ου ΠΗ ЕНШ ЦЕН: 
ΠΗ qu Bp HE e d out o 


a 8 | ہے‎ OU ατα. 1 | m | 





ld f À 
E ο η 
d us . 
κο ۰۰۷۹ 
کت‎ a EE Н bd ai Wins d HHE uf EHRE HE iii ΠΕ EHE ΠΕ 
ΗΕ aa ue up DEN. du i Е EDEN H 
E d dd EEE Hu 5 i b pt iuro Е 1 
ЕНЕН EFH HHEH ΠΕ НЕ PAPE HHHH Ваза Lus Е: ЕЕ THE a 
Hcr E jode ЕЕ HHI Hn ha pu igi HH: y 
a поне p aaa 1 8 Е "E p ΜΝ ps ШЕН 
38 o d uu Up dur d 5 ЕЕ d Uu pir dE . EHE 
И i. thu ub uir i dud a Е i ША E τ un ы Du DE ШЕ T Í t ΜῊ 
| ات‎ d n E ngu . HER ПЪН НЕ: Ee ΠΗ а Eid n ШШ Ek pu و‎ η E uu 
p He d Hipp de DIG UM UH I 
ΠΠ E Eye: IEEE E DD rus pu is 
e τι pg p topo rd n ра ا‎ E تا‎ ας 
Ur ВЕ pci o ie pu и СЕ ВЕ ШШЕ m ү: 
ΗΠ ΠΗ HFH ШЕ TUNE HERREN ΠΗ go ЕНН ΠΗ — pem НЕН НИНИН EEE 
a — 
πμ EHE cu PA EHHE rA НЕ ind ННН 
EN у ү ШЫ A bye ие Z 
i pm d uH p ph dH Cc du beum ШЕННЕ a a 
nd. E Е E ЧЕНЕ. ا‎ η ΠΕ TENDI E i üt 
2 ΠΠ ΠΠ E R E ipa ta ریم‎ A HE, Vii 
000 س9‎ 7 eel em 
i Í: HBH HHPH HHI HEINE H hadi " E UI do ppp 
ШЕ ШШ du HE Hm eum ips Hat de Е 1 i Е i Hu Ë HET UD 
de HH amp | "y Hi ΠΠ ЧЧ ЧЫГ ΠΗ ΠΗ d du НЕ i НЕ Hi LB UE 
ЕЕ um "i FHH E ΠΗ un Bn nee ا‎ Ç Di i RAE xus " i a i 
HERE TE 013٦ FE mi is Е ΠΤ пар 1 Hu фа | pet - Bl 
{е | l: HHE ji? И: due E δν B 4 HORE ub d e p b EE 


/e5 











JOOK 


ج2 
^em‏ 75 
4,09 
Ίσοίσος Á 2/0K‏ 
ЮО (000) ———/NN^ M‏ 


Figure 10 - Velocity gain evaluation 





The velocity gain was 5.09 volts per radian per second. The gain at 
constant velocity and zero frequency from point A to point B in Figure 10 


is, 


10 K. x 40 v = 1.82 volts at 75 RPM. 
100 K 


The filter and lead network in the position channel were as illus- 


trated in Figure 11 with the signal value at point A of 11.5 
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Figure ll - Filter and lead net gain 


volts per degree. The zero frequency gain at point B is, 


10 К. volts 
220 Kk * 11.5 一 一 一 ST = 0.523 volts/degree. 


The torque constant (ounce-inches per volt) was determined by a disturbance 


torque introduced with & torque watch at the shaft of the inertia disk 
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and observation of the voltage at the output of the position loop demodu- 
lator. The data is plotted in Figure le. The approximate slope is 0.02 
volts per ounce-inch. The inverse slope is 50.0 ounce-inches per volt. 
To determine the closed loop torque gain (ounce-inches per degree) the 
torque constant determined above was multiplied by the zero frequency 
gain determined above. The closed loop torque gain is 26.2 ounce-inches 
per degree. 

As determined in Chapter IV the actual static friction of the motor 
load combination was 1.55 ounce-inches. Therefore, the minimum error in 


the system necessary to produce motion is, 


1.552 ozein x l degree = 0.059 degrees, ог 
20.2 oz-in 


0.942 milliradians. The dead zone is illustrated in Figure 13. The 


Velocity 


ÉError(degrees) 





Figure 15 - Dead zone 


steady state dynamic error can be less than 0.942 milliradians. 

Additional requirements of load were a maximum velocity of 2 radians 
per second and maximum acceleration of 20 radians per second squared. 
From Figure 14 the point determined by these requirements is marked A. 
The corresponding frequency is 1.6 cps and the amplitude + 12 degrees 
peak. To determine if these values could be achieved the transfer function 
analyzer (Solartron) was placed in the position loop as shown in Figure 15. 
The amplitude of the sinusoidal signal from the Solartron was varied and 
the error out signal observed on an oscilloscope for distortion. Electronic 


saturation in the demodulator unit occured at an amplitude of + 4 degrees 
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peak. At point A of Figure 15 the sensitivity was determined to be 4 
volts per degree. 
The design requirements were for a 40 db gain (100) at 1 cps thus 


the maximum error for this gain condition was, 


4 degrees x 1 x 60 minutes = 2.4 minutes. 
100 degree 


The actual error at point A was 0.7 volt or, 


0.7 зат x 60 minutes 


 volt/degree degree‏ ہا 


error. The l cps gain was, 


10.5 minutes of 


+ degree x 60 minutes = 2 or 27.6 db. 
10.5 minutes degree 


For an assumed -6 per octave slope the gain at one radian per second is 
43.6 db (velocity gain). 

On Figure 14 the line labeled "electronic saturation" was determined 
by the + 4 degree peak amplitude obtained above. The acceleration 
limit was determined by torque saturation with the 50 pound-inch squared 
inertia disk. It is noted that these two lines define a region within 
which any point establishes the velocity and acceleration response of the 
servo. The intersection establishes the maximum response of approxi- 
mately 1 radian per second for velocity and 10 radians per second squared 
for acceleration. The servo did not meet the initial design requirements 
of 2 radians per second for velocity and 20 radians per second squared 
for acceleration. 

Transient and frequency response of the closed loop systen. 

The transient response for the closed loop system was obtained in the 
conventional manner utilizing an oscilloscope, polaroid camera and 
function generator. A position step input of one volt was applied to the 
system and the output wave form was observed using the oscilloscope and 


camera. Figure 16 is the photograph of the transient response so obtained, 
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which should be compared with the prediction graphically shown in Figure 
5 of Chapter V. Considerable difficulty was encountered in the vertical 
and horizontal adjustment of the oscilloscope during the operation of the 
system. The following is a tabulation of the pertinent data represented 
by this experimental verification of the intermediate design and is 


compared below with the prediction data of page /09. Close correlation is 


evident. 
Theoretical Experimental 
Mot (peak magnitude, seconds) 1.26 13 
T. (time of Mt? seconds) ο” 0.5 
T. (rise time, seconds) 0.152 0.15 
T. (settling time, seconds) 0.4 0.4 


The frequency response of the system was obtained by use of the 
"Solartron'", a transfer function analyzer manufactured by the Research 
and Development Division, Solartron Laboratory Instruments Ltd., Thames 
Ditton, England. The Solartron has been specially developed for use in 
testing of servo systems. The phase and amplitude characteristics with 
frequency may be readily determined under either open or closed loop 
conditions. The information is provided in a manner such that it may be 
directly plotted in the form of a Nyquist diagran. 

The total equipment camprises a Low Frequency Oscillator OS 103 
and a Low Frequency Phase Sensitive Voltmeter VP 253. The nominal fre- 
quency range for the overall equipment is 0.5 cps to 1 kcps, but useful 
measurements can be made down to 0.2 eps or even to 0.1 cps at reduced 
accuracy. | 

The basic principle of operation is as follows. The oscillator OS 
104 provides a sinusoidal electrical disturbance of known voltage and 


frequency to the system under test. The resulting signal, at the desired 
ہت‎ 
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point of measurement, is then directly indicated by the Low Frequency 
Phase Sensitive Voltmeter VP 253. This instrument displays the measured 
signal in the form of two resolved voltage camponents, utilizing the 
oscillator output voltage as phase reference. The Low Frequency Phase 
Sensitive Voltmeter employs the wattmeter principle for phase resolution 
and, consequently, achieves the greatly desired characteristics that the 
measurements obtained are unaffected by the presence of harmonics or 
unrelated frequencies. 

In short, this equipment provides the user with the A and B camponents 
of the complex number A + Bj. When reduced to polar form the data repre- 
sents M/N where M represents magnitude and N represents phase shift, 
both referred to a sinusoidal input of one volt RMS. 

Using the equipment in the prescribed manner, data was obtained 
which was resolved and plotted as Figure 17. This figure should be cam- 
pared with Figure 4 of Chapter V, the theoretically obtained prediction. 
Close correlation is evident. The following is a tabulation of the 
pertinent data represented by this experimental verification of the inter- 


mediate design and is campared with the prediction data of page ICS, 


Theoretical Experimental 
Mon (peak magnitude, radians) 2.43 1,36 


(frequency of Mow? radians/se- 


q) 
ча cond) 


66 人 


Съ, (bandwidth, radians/second) 167 122 





CONCLUSIONS 

It can be concluded fram this investigation that the direct drive 
DC motor provides the servo engineer with a torque producing source 
which has many important advantages. The elimination of backlash and 
servo resonance problems are probably the principle advantages although 
this investigation verified that the DC motor under investigation was 
essentially a linear device, which is also important. 

It is felt that the analytical methods used and the assumptions 
made in this investigation, insofar as theoretical system performance is 
concerned, are entirely valid. The authors feel that the transfer 
functions presented provide the engineer with the tools necessary for 
the prediction of system performance whenever direct drive DC motors are 
used in servo control. 

Of principle interest in this investigation was the revelation that 
both lead and tachometer feedback compensation is required to produce a 
satisfactory system. Further investigation in this field appears warranted. 

Finally, it should be mentioned that this investigation involving 
both theoretical calculations and experimental verification proved con- 
clusively that actual system performance can be closely approximated and 
predicted by analytical techniques when valid assumptions are made and 
when individual camponent characteristics are determined using accurate 


and reliable methods. 
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